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Trunnion Tables

Premium components and quality design of Hurco trunnion tables promote accuracy and reliability.
m Large diameter roller bearings promote rigidity.

m Powerful hydraulic clamping system.

m Anti-backlash worm drive system for A and C axes.

m Rotary encoders yield tighter tolerances.

m Six mounting T-slots.

Model Table Diameter Maximum Part Size @ Table Load
inches (mm) inches (mm) Ib (Kg)
HTT 200 7.8 (198) 12.6 (320) 330 (150)
HTT 250 9.8 (248) 15.75 (400) 440 (200)
HTT 350 13.7 (348) 18.7 (475) 550 (250)
HTT 400 15.7 (398) 21.7 (550) 660 (300)
HTT 500 19.7 (500) 23.6 (600) 1,100 (500)

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.



Rotary Tables

With a generous through-hole and the ability to be horizontally or vertically mounted, the Hurco rotary tables are a
practical way to increase efficiency. The integrated Hurco control offers 5-sided machining using G-Code or Hurco’s
conversational programming.

m Dual lead worm for increased rigidity.

m Cross roller bearing for increased rigidity, compact design, low friction and cooler
operating temperature.

m Disc brake for positive clamping and low distortion.
m Superior accuracy.

All of the Hurco Rotary Table Kits include the table with motor, electrical harness
interface, and cable mounting hardware.
=18

" H160

Table Diameter A (mm) 165

Center Height in Vertical J (mm) 140

Table Height in Horizontal M (mm) 185

Thru Hole Diameter K (mm) 39.8 39.8 70 70
Overall Dimensions (W, D, H) (mm) 420, 270, 255 420, 270, 255 520, 305, 330 520, 305, 370"
Maximum RPM 333 333 333 333
Positioning Accuracy (sec) 25 25 15 15
Repeatability (sec) 2 2 +2 +2
Clamping Force Kg/M, Air Pressure (5Kg/cm?) 25.5 25.5 457 457
Permissible Load-Horizontal (Kg) 160 160 300 300
Permissible Load-Vertical (Kg) 80 80 125 125

!Note: Overall height and width for H320 extends beyond housing.
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Hurco offers a one-stop shopping approach, which is attractive when financing a new
machine. You can roll all of the accessories into one purchase to get all of the
equipment you need to maximize your machining center. In addition to accessories
and tooling, Hurco offers financing that simplifies the purchasing process.

Tooling

For general machining applications, Hurco has created a basic kit of high quality durable tool holders.
m Precision ground tapers ensure precise tool seating.

m Each end mill holder taper is ground to a tolerance of AT3 or better.

m Made of high strength alloy steel.

Hurco Tooling Kit
(CAT 40)

Description Quantity
ER-16-4 Collet Holder 1

ER-32-4 Collet Holder 1

ER-16-4 ER Collet Set One 10 pc. set
ER-32-4 ER Collet Set One 18 pc. set
End Mill Holder for 1/4"-3" (6.35-76.2 mm)

End Mill Holder for 3/8"-3" (9.5-76.2 mm)

End Mill Holder for 1/2"- 4.63" (12.7-117.6 mm)
End Mill Holder for 5/8"-3.75" (15.9-92.25 mm)
End Mill Holder for 3/4"-3" (19-76.2 mm)

End Mill Holder for 1"- 4" (25.4-101.6 mm)
Shell Mill Holder 1" (25.4 mm) Arbor

Keyless Chuck Holder 1/2" (12.7 mm)
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Hurco Retention Knob Kits
(CAT 40 Holders)

Description Quantity
Non CTS Retention Knobs for CAT-40 Holders | 16 pc. set
CTS Retention Knobs for CAT-40 Holders 16 pc. set

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.



Vises / Tombstone
Hurco vises provide versatile material holding options for optimized job planning.
m Anti-lift clamp design prevents lifting of movable jaw.
m Hardened vise bed and jaw plates maintain accuracy.
m Machined surfaces are square and parallel to .001" for accuracy.

Dimension A B C D E F G H I J K L M N P Weight
Inch/lb 19.69 22.83 9.05|4.84 1492 (175|067 252|317 | 6.67 | 12.60 | 598 | 24.1 528 Ibs.
mm/Kg 500 | 40 | 580 | 154 | 230 | 123 | 125 | 445| 17 | 64 |80.5| 169.5| 320 | 152 | 625 240 Kg
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Description | Model | Jaw Size Opening Clamping Force
4" Hurco Vise | HV44 | 4" (102 mm) | 4" (102 mm) 6,000 Ibs (2,722 Kg)
6" Hurco Vise | HV689 | 6" (152 mm) | 8.9" (226 mm) | 15,000 Ibs (6.804 Kg)
8" Hurco Vise | HV810 | 8" (203 mm) | 10" (254 mm) | 20,000 Ibs (9,072 Kg)
Description Model | Jaw Size Opening Clamping Force
Stackable Vise | HVS66 | 6" (152 mm) | 6" (152 mm) | 16,000 Ibs (7,258 Kg)
Description Model | Jaw Size Opening -
Hurco Double Clamp | HVDC65 | 6" (152 mm) 5" (127 mm)
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Hurco Europe Ltd.

SNp== Serving the United Kingdom,
Zlg Ireland, Africa, the Middle
Hurco Canada Ltd. East, and Scandinavia

Hurco USA

Hurco Companies, Inc.
Hurco USA

Serving the USA, Mexico, and South America Netherlands

—

Hurco Germany (GmbH)

Serving Germany, Austria, Belarus,
~__ Bosnia-Herzegovina, Croatia, the Czech
Republic, Hungary, Latvia, Lithuania, the Netherlands,
Poland, Portugal, Romania, Russia, Slovakia, Spain,
Turkey, Ukraine, and the Federal Republic of Yugoslavia

Shenzhen Technical Center

Hurco South Korea
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England e
o Germany
) Canada France » Italy
l Indianapolis, Indiana
L.A. Technical Center
G yranceEarl) Hurco India Pte. Ltd. —e [ Hurco China
s, Serving India, Ningbo
Pakistan, Bangladesh, -

Hurco Italy (S.r.l.)

and Sri Lanka

Hurco South Africa

Singapore

Hurco (S.E. Asia) Pte. Ltd.

[ Serving Singapore, Malaysia,
Thailand, Australia, New

Zealand, Philippines, Indonesia, and

Myanmar
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Taiwan (HML/HAL)

* Hurco Manufacturing Ltd.
Hurco Automation Ltd.

i
— HML is responsible _
G for the manufacturing
and assembly of Hurco
machine tools.

HAL is responsible
=== for the manufacturing
! and assembly of Hurco
controls.
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